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	Fecha modificación: 
	02/09/2024

	Orden de producción:
	CC-16975-A

	Plazo de entrega:
	

	Cliente:
	TTES JOAQUIM BARROS

	Contacto:
	

	Teléfono:
	

	Comercial:
	ANTONIO SERRANO

	
	









































	Ud.
	Denominación
	Precio unitario
	Importe PVP

	
	• Cambiar las letras que están mal en el nombre del cliente, "Joaquim de Barros Rodrigues". Cf. imagen 1
[image: ]





	
	

	
	
• Cambiar los soportes de los rodillos de identificación del producto. Cf. imagen 2
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	• Cambiar el fuelle de recuperación de gas en la tapa del primer compartimento. Cf. imagen 3
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	• Cambiar los accesorios de descarga por la referencia Equiptank 764500. Cf. imagen 4
[image: ]

	
	

	
	• Lavar la cisterna y limpiar los soportes de aluminio y acero inoxidable


	
	

	
	
	Total
	



	O. Técnica
	Producción
	Costes
	Comercial
	Finanzas

	☐ Ok
☐ Material stock
☐Implica mod. Diseño
☐ Requiere compra
 Plazo: 
	



	☐ Implica reproceso
☐ Implica parada producción
	Precio PVP total modificación
	



	☐ Conf. Cliente
Precio que facturar al cliente
	




	☐ Ok
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4” API Gravity Drop Adaptor with handle

and sightglass Art. 764500

Weight: 5,04 Kg

MATERIALS:

CHARACTERISTICS:
Complies with API RP-1004 regulation.
Complies with EN 13315 regulation.

BVQI-E certified with certificate number
5000661-G-CPI

3" BSP male thread.

Special mouth design that allows to act
directly on the interlock at any position.

Body pressure tested at 500 kPa,

Body and components in treated lightweight aluminium alloy.
Axles and handle in stainless steel and reinforced plastic.

Cams arms in forged brass.
Sightglass in PYREX crystal
Gaskets in fluoroelastomer.
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